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Dell Inc. SPECint 2006 = 29.2
PowerEdge M600 (Intel Xeon X5460, 3.16 GHz) SPECint_base2006 = 25.5
CPU2006 license: 55 Test date: Aug-2008
Test sponsor: Dell Inc. Hardware Availability: Sep-2008
Tested by: Dell Inc. Software Availability:  Nov-2008
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'SPECint_base2006 = 25.5
SPECint2006 = 29.2
Hardware Software
CPU Name: Intel Xeon X5460 Operating System:  SUSE Linux Enterprise Server 10 (x86_64) SP2,
CPU Characteristics: . Kernel 2.6.16-60.0.21-smp
CPU MHz: 3166 Compiler: Intel C++ Compiler 11.0 for Linux
FPU: Integrated Build 20080730 Package ID: |_cproc_b_11.0.042
CPU(s) enabled: 8 cores, 2 chips, 4 cores/chip é_tljtoSParallgl: \R(e_s Es
CPU(s) orderable: 1,2 chips S| e ystSem. _ Rels?r I3 I
Primary Cache: 32 KB | + 32 KB D on chip per core Bysteg1 State: 3;%.9"9 (multi-user)
Secondary Cache: 12 MB I+D on chip per chip, 6 MB shared / 2 cores ase o!nters: -bIt
L3 Cache: None Peak Pointers: 32/64-bit
Other Cache: None Other Software: Microquill SmartHeap V8.1
Memory: 16 GB (8 x 2 GB 667 MHz ECC CL5 FB-DIMM) Binutils 2.18.50.0.7.20080502
Disk Subsystem: 1 x 80 GB 5400 RPM SATA
Other Hardware: None
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SPEC CINT2006 Result

spec Copyright 2006-2008 Standard Performance Evaluation Corporation

Dell Inc. SPECint2006 = 29.2
PowerEdge M600 (Intel Xeon X5460, 3.16 GHz) SPECint_base2006 = 25.5
CPU2006 license: 55 Test date: Aug-2008
Test sponsor: Dell Inc. Hardware Availability: Sep-2008
Tested by: Dell Inc. Software Availability:  Nov-2008
Results Table

Base Peak

Benchmark Seconds Ratio | Seconds Ratio | Seconds Ratio | Seconds Ratio | Seconds Ratio | Seconds Ratio
400.perlbench 454 215 452 21.6 454 215 363 26.9 365 26.7 366 26.7
401.bzip2 548 17.6 548 17.6 551 17.5 512 18.9 513 18.8 512 18.9
403.gcc 524 154 525 15.3 493 16.3 382 21.1 381 21.1 381 211
429.mcf 312 29.2 312 29.2 312 29.2 313 29.2 313 29.1 312 29.2
445.gobmk 493 21.3 493 213 492 21.3 454 23.1 454 23.1 454 23.1
456.hmmer 522 17.9 522 179 522 17.9 340 27.4 340 27.4 340 27.4
458.sjeng 573 211 575 211 572 211 545 22.2 544 22.2 545 22.2
462.libquantum 749 277 75.5 274 74.8 277 74.9 277 75.5 274 74.8 277
464.h264ref 737 30.0 733 30.2 728 304 597 37.1 597 37.1 599 37.0
471.omnetpp 392 15.9 392 16.0 392 16.0 354 17.7 354 17.7 354 17.7
473.astar 449 15.6 449 15.6 450 15.6 383 18.3 387 18.1 382 18.4
483.xalanchmk 263 26.2 263 26.3 263 26.2 263 26.2 263 26.3 263 26.2

Results appear in the order in which they were run. Bold underlined text indicates a median measurement.

Operating System Notes

ulimit -s unlimited” was used to set the stack size to unlimited prior to run

General Notes

All benchmarks compiled in 32-bit mode except 401.bzip2 and 456.hmmer,
for peak, are compiled in 64-bit mode

OMP_NUM_THREADS set to number of processors

KMP_AFFINITY set to 'physical,0"

Base Compiler Invocation

C benchmarks:
icc

C++ benchmarks:
icpc

Base Portability Flags

400.perlbench: -DSPEC_CPU_L INUX_1A32
462.libquantum: -DSPEC_CPU_L INUX
483.xalancbmk: -DSPEC_CPU_L INUX
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Test sponsor: Dell Inc. Hardware Availability: Sep-2008
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Base Optimization Flags
C benchmarks:

-XSSE4.1 -ipo -03 -no-prec-div -static -parallel
-par-runtime-control -opt-prefetch

C++ benchmarks:
-XSSE4.1 -ipo -03 -no-prec-div -opt-prefetch -Wl,-z,muldefs
-L/spec/cpu2006.1.1/1ib -Ismartheap

Base Other Flags

C benchmarks:

403.gcc: -Dalloca=_alloca

Peak Compiler Invocation

C benchmarks (except as noted below):
icc

401.bzip2: /opt/intel/Compiler/11.0/042/bin/intel64/icc
-L/opt/intel/Compiler/11.0/042/ipp/em6dt/lib
-1/opt/intel/Compiler/11.0/042/ipp/em64t/include

456.hmmer: Zopt/intel/Compiler/11.0/042/bin/intel64/icc
-L/opt/intel/Compiler/11.0/042/ipp/em64t/lib
-1/opt/intel/Compiler/11.0/042/ipp/em64t/include

C++ benchmarks:
icpc

Peak Portability Flags

400.perlbench: -DSPEC_CPU_L INUX_1A32
401.bzip2: -DSPEC_CPU_LP64
456.hmmer: -DSPEC_CPU_LP64
462.libquantum: -DSPEC_CPU_L INUX
483.xalancbmk: -DSPEC_CPU_L INUX

Peak Optimization Flags

C benchmarks:

Continued on next page
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SPECint2006 =
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25.5

CPU2006 license: 55 Test date: Aug-2008
Test sponsor: Dell Inc. Hardware Availability: Sep-2008
Tested by: Dell Inc. Software Availability:  Nov-2008
Peak Optimization Flags (Continued)
400.perlbench: -prof-gen(pass 1) -prof-use(pass2) -xSSE4.1 -ipo -03
-no-prec-div -static -ansi-alias -opt-prefetch
401.bzip2: —-prof-gen(pass 1) —-prof-use(pass 2) -xSSE4.1 -ipo -03
-no-prec-div -static -auto-ilp32 -opt-prefetch
-ansi-alias
403.gcc: -XSSE4.1 -ipo -03 -no-prec-div -static -inline-calloc
-opt-malloc-options=3
429.mcf: -xSSE4.1 -ipo -03 -no-prec-div -static -opt-prefetch
445.gobmk: -prof-gen(pass 1) —-prof-use(pass 2) -xSSE4.1 -02 -ipo
-no-prec-div -ansi-alias
456.hmmer: -xSSE4.1 -ipo -03 -no-prec-div -static -unroll2
-ansi-alias -auto-ilp32
458.sjeng: —prof-gen(pass 1) —prof-use(pass 2) -xSSE4.1 -ipo -03
-no-prec-div -static -unroll4
462.libquantum: basepeak = yes
464.h264ref: -prof-gen(pass 1) -prof-use(pass2) -xSSE4.1 -ipo -03
-no-prec-div -static -unroll2 -ansi-alias
C++ benchmarks:
471.omnetpp: —prof-gen(pass 1) -prof-use(pass2) -xSSE4.1 -ipo -03
-no-prec-div -ansi-alias -opt-ra-region-strategy=block
-Wl,-z,muldefs -L/spec/cpu2006.1.1/1ib -Ismartheap
473.astar: -prof-gen(pass 1) -prof-use(pass2) -xSSE4.1 -ipo -03
-no-prec-div -ansi-alias -opt-ra-region-strategy=routine
-Wl,-z,muldefs -L/spec/cpu2006.1.1/1ib -Ismartheap
483.xalancbmk: basepeak = yes
Peak Other Flags
Same as Base Other Flags
The flags files that were used to format this result can be browsed at
http://www._spec.org/cpu2006/flags/Intel-icll._0-int-l1inux64-revA.20081001.html
http://www.spec.org/cpu2006/flags/Intel-Linux64-Platform.20081001.02.html
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http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS400_perlbench_prof_gen_e43856698f6ca7b7e442dfd80e94a8fc
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS400_perlbench_prof_use_bccf7792157ff70d64e32fe3e1250b55
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE400_perlbench_f-xSSE41_ff502810a8dd705eca3e805571956bbd
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE400_perlbench_f-ipo
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE400_perlbench_f-O3
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE400_perlbench_f-no-prec-div
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE400_perlbench_f-static
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE400_perlbench_f-ansi-alias
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE400_perlbench_f-opt-prefetch
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS401_bzip2_prof_gen_e43856698f6ca7b7e442dfd80e94a8fc
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS401_bzip2_prof_use_bccf7792157ff70d64e32fe3e1250b55
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE401_bzip2_f-xSSE41_ff502810a8dd705eca3e805571956bbd
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE401_bzip2_f-ipo
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE401_bzip2_f-O3
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE401_bzip2_f-no-prec-div
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE401_bzip2_f-static
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE401_bzip2_f-auto-ilp32
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE401_bzip2_f-opt-prefetch
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE401_bzip2_f-ansi-alias
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE403_gcc_f-xSSE41_ff502810a8dd705eca3e805571956bbd
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE403_gcc_f-ipo
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE403_gcc_f-O3
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE403_gcc_f-no-prec-div
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE403_gcc_f-static
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE403_gcc_f-inline-calloc
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE403_gcc_f-opt-malloc-options_13ab9b803cf986b4ee62f0a5998c2238
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE429_mcf_f-xSSE41_ff502810a8dd705eca3e805571956bbd
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE429_mcf_f-ipo
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE429_mcf_f-O3
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE429_mcf_f-no-prec-div
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE429_mcf_f-static
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE429_mcf_f-opt-prefetch
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http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE445_gobmk_f-O2
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE445_gobmk_f-ipo
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE445_gobmk_f-no-prec-div
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE445_gobmk_f-ansi-alias
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE456_hmmer_f-xSSE41_ff502810a8dd705eca3e805571956bbd
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE456_hmmer_f-ipo
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE456_hmmer_f-O3
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE456_hmmer_f-no-prec-div
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE456_hmmer_f-static
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE456_hmmer_f-unroll_784dae83bebfb236979b41d2422d7ec2
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE456_hmmer_f-ansi-alias
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE456_hmmer_f-auto-ilp32
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http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS458_sjeng_prof_use_bccf7792157ff70d64e32fe3e1250b55
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE458_sjeng_f-xSSE41_ff502810a8dd705eca3e805571956bbd
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE458_sjeng_f-ipo
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE458_sjeng_f-O3
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE458_sjeng_f-no-prec-div
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE458_sjeng_f-static
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE458_sjeng_f-unroll_4e5e4ed65b7fd20bdcd365bec371b81f
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS464_h264ref_prof_gen_e43856698f6ca7b7e442dfd80e94a8fc
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS464_h264ref_prof_use_bccf7792157ff70d64e32fe3e1250b55
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE464_h264ref_f-xSSE41_ff502810a8dd705eca3e805571956bbd
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE464_h264ref_f-ipo
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE464_h264ref_f-O3
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE464_h264ref_f-no-prec-div
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE464_h264ref_f-static
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE464_h264ref_f-unroll_784dae83bebfb236979b41d2422d7ec2
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCOPTIMIZE464_h264ref_f-ansi-alias
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#CXXbenchmarks
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakPASS1_CXXFLAGSPASS1_LDFLAGS471_omnetpp_prof_gen_e43856698f6ca7b7e442dfd80e94a8fc
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakPASS2_CXXFLAGSPASS2_LDFLAGS471_omnetpp_prof_use_bccf7792157ff70d64e32fe3e1250b55
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCXXOPTIMIZE471_omnetpp_f-xSSE41_ff502810a8dd705eca3e805571956bbd
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCXXOPTIMIZE471_omnetpp_f-ipo
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCXXOPTIMIZE471_omnetpp_f-O3
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCXXOPTIMIZE471_omnetpp_f-no-prec-div
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCXXOPTIMIZE471_omnetpp_f-ansi-alias
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCXXOPTIMIZE471_omnetpp_f-opt-ra-region-strategy-block_a0a37c372d03933b2a18d4af463c1f69
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakEXTRA_LDFLAGS471_omnetpp_link_force_multiple1_74079c344b956b9658436fd1b6dd3a8a
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakEXTRA_LIBS471_omnetpp_SmartHeap_24f08194f327579528aeae1446fb78cf
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakPASS1_CXXFLAGSPASS1_LDFLAGS473_astar_prof_gen_e43856698f6ca7b7e442dfd80e94a8fc
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakPASS2_CXXFLAGSPASS2_LDFLAGS473_astar_prof_use_bccf7792157ff70d64e32fe3e1250b55
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCXXOPTIMIZE473_astar_f-xSSE41_ff502810a8dd705eca3e805571956bbd
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCXXOPTIMIZE473_astar_f-ipo
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCXXOPTIMIZE473_astar_f-O3
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCXXOPTIMIZE473_astar_f-no-prec-div
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCXXOPTIMIZE473_astar_f-ansi-alias
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakCXXOPTIMIZE473_astar_f-opt-ra-region-strategy-routine_ba086ea3b1d46a52e1238e2ca173ed44
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakEXTRA_LDFLAGS473_astar_link_force_multiple1_74079c344b956b9658436fd1b6dd3a8a
http://www.spec.org/cpu2006/results/res2008q4/cpu2006-20080914-05288.flags.html#user_peakEXTRA_LIBS473_astar_SmartHeap_24f08194f327579528aeae1446fb78cf
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#PeakOtherFlags
http://www.spec.org/cpu2006/flags/Intel-ic11.0-int-linux64-revA.20081001.html
http://www.spec.org/cpu2006/flags/Intel-Linux64-Platform.20081001.02.html
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Dell Inc.

PowerEdge M

SPECIint2006 =
600 (Intel Xeon X5460, 3.16 GHz) | SPECint_base2006 =

29.2
25.5

CPU2006 license: 55 Test date:
Test sponsor: Dell Inc.
Tested by: Dell Inc.

Hardware Availability: Sep-2008
Software Availability:

Aug-2008

Nov-2008

You can also download the XML flags sources by saving the following links:

http://www.spec.org/cpu2006/flags/Intel-icll.0-int-linux64-revA.20081001.xml
http://www._spec.org/cpu2006/flags/Intel-Linux64-Platform.20081001.02.xml

SPEC and SPECint are registered trademarks of the Standard Performance
Evaluation Corporation. All other brand and product names appearing in
this result are trademarks or registered trademarks of their respective
holders.

For questions about this result, please contact the tester.
For other inquiries, please contact webmaster@spec.org.

Tested with SPEC CPU2006 v1.1.
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