
Standard Performance Evaluation Corporation
info@spec.org

http://www.spec.org/
Page 1

spec
SPEC CINT2006 Result

Copyright 2006-2014 Standard Performance Evaluation Corporation

(Test Sponsor: Intel Corporation)
GIGA-BYTE Technology Co. Ltd.

i7-980X)
Gigabyte GA-X58A-UD7 motherboard (Intel Core

SPECint_rate2006 = 168

SPECint_rate_base2006 = 159
CPU2006 license: 13 Test date: Jan-2010
Test sponsor: Intel Corporation Hardware Availability: Mar-2010
Tested by: Intel Corporation Software Availability: Oct-2009

400.perlbench

401.bzip2

403.gcc

429.mcf

445.gobmk

456.hmmer

458.sjeng

462.libquantum

464.h264ref

471.omnetpp

473.astar

483.xalancbmk

Copies

SPECint_rate2006 = 168
SPECint_rate_base2006 = 159

0 35015.0 30.0 45.0 60.0 75.0 90.0 105 120 135 150 165 180 195 210 225 240 255 270 285 300 315 330

12
162

12 212

12
115

12 115

12
125

12 125

12
146

6 171

12
200

12 220

12
148

6 146

12
187

12 197

12
344

12
265

12 270

12
93.6

12 94.8

12
102

12 112

12
152

Hardware
CPU Name: Intel Core i7-980X
CPU Characteristics: Intel Turbo Boost Technology up to 3.60 GHz
CPU MHz: 3333
FPU: Integrated
CPU(s) enabled: 6 cores, 1 chip, 6 cores/chip, 2 threads/core
CPU(s) orderable: 1 chip
Primary Cache: 32 KB I + 32 KB D on chip per core
Secondary Cache: 256 KB I+D on chip per core
L3 Cache: 12 MB I+D on chip per chip
Other Cache: None
Memory: 12 GB (6x2GB Micron 16JTF25664AY-1G1D1 DDR3-1066

CL7)

Disk Subsystem: Intel X25-M 160GB SSD
Other Hardware: None

Software
Operating System: Windows 7 Ultimate (64-bit)
Compiler: Intel C++ Compiler Professional 11.1 for IA32

Build 20090903 Package ID: w_cproc_p_11.1.045
Microsoft Visual Studio 2008 Professional SP1
(for libraries)

Auto Parallel: No
File System: NTFS
System State: Default
Base Pointers: 32-bit
Peak Pointers: 32-bit
Other Software: None

SmartHeap Library Version 8.1 from
http://www.microquill.com/
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Results Table

Benchmark Copies Seconds Ratio Seconds Ratio Seconds Ratio
Base

Copies Seconds Ratio Seconds Ratio Seconds Ratio
Peak

400.perlbench 12 730 161 709 166 723 162 12 552 212 555 211 552 212

401.bzip2 12 1008 115 1005 115 1006 115 12 1008 115 1008 115 1008 115

403.gcc 12 784 124 772 125 774 125 12 771 125 778 124 760 127

429.mcf 12 744 148 747 146 749 146 6 320 171 320 171 321 170

445.gobmk 12 626 202 627 200 627 200 12 572 220 574 220 571 221

456.hmmer 12 761 148 756 148 758 148 6 382 146 382 146 382 146

458.sjeng 12 777 187 779 186 777 187 12 746 194 739 197 738 197

462.libquantum 12 721 344 722 344 720 346 12 721 344 722 344 720 346

464.h264ref 12 999 265 999 266 1000 265 12 989 269 983 270 984 270

471.omnetpp 12 801 93.6 802 93.6 801 93.6 12 787 94.8 787 94.8 787 94.8

473.astar 12 829 102 830 102 830 102 12 751 113 752 112 751 112

483.xalancbmk 12 545 152 545 152 544 152 12 545 152 545 152 544 152

Results appear in the order in which they were run. Bold underlined text indicates a median measurement.

Submit Notes
The config file option 'submit' was used.
Windows start command was used to bind copies to processors

General Notes
 Tested systems can be used with Shin-G ATX case,
 PC Power and Cooling 1200W power supply
 System was configured with an ATI 5970 discrete graphics card

Base Compiler Invocation
C benchmarks: 

icl -Qvc9 -Qstd=c99

C++ benchmarks: 
icl -Qvc9

Base Portability Flags
 403.gcc: -DSPEC_CPU_WIN32

 464.h264ref: -DWIN32 -DSPEC_CPU_NO_INTTYPES
 483.xalancbmk: -Qoption,cpp,--no_wchar_t_keyword
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Base Optimization Flags
C benchmarks: 

-QxSSE4.2 -Qipo -O3 -Qprec-div- -Qopt-prefetch /F512000000

C++ benchmarks: 
-QxSSE4.2 -Qipo -O3 -Qprec-div- -Qopt-prefetch -Qcxx-features 
/F512000000 shlW32M.lib            -link /FORCE:MULTIPLE

Base Other Flags
C benchmarks: 

 403.gcc: -Dalloca=_alloca

Peak Compiler Invocation
C benchmarks: 

icl -Qvc9 -Qstd=c99

C++ benchmarks: 
icl -Qvc9

Peak Portability Flags
 403.gcc: -DSPEC_CPU_WIN32

 464.h264ref: -DWIN32 -DSPEC_CPU_NO_INTTYPES
 483.xalancbmk: -Qoption,cpp,--no_wchar_t_keyword

Peak Optimization Flags
C benchmarks: 

 400.perlbench: -QxSSE4.2(pass 2) -Qprof_gen(pass 1) -Qprof_use(pass 2) 
-Qipo -O3 -Qprec-div- -Qansi-alias -Qopt-prefetch 
/F512000000 shlW32M.lib            -link /FORCE:MULTIPLE

 401.bzip2: -QxSSE4.2(pass 2) -Qprof_gen(pass 1) -Qprof_use(pass 2) 
-Qipo -O3 -Qprec-div- -Qopt-prefetch -Qansi-alias 
/F512000000

 403.gcc: -QxSSE4.2(pass 2) -Qprof_gen(pass 1) -Qprof_use(pass 2) 
-Qipo -O3 -Qprec-div- -Qopt-prefetch /F512000000

Continued on next page

mailto:info@spec.org
http://www.spec.org/
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#SPECCINT2006Result
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#SPECintrate2006
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#SPECintratebase2006
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#CPU2006license
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Testdate
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Testsponsor
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#HardwareAvailability
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Testedby
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#SoftwareAvailability
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#BaseOptimizationFlags
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Cbenchmarks
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_CCbase_f-QxSSE42_372695bbe211719895df0310b324a1ca
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_CCbase_f-Qipo
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_CCbase_f-O3
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_CCbase_f-Qprec-div-
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_CCbase_f-Qprefetch_37c211608666b9dff9380561f602f0a8
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_CCbase_set_stack_space_98438a10eb60aa5f35f4c79d9b9b27b1
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#CXXbenchmarks
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_CXXbase_f-QxSSE42_372695bbe211719895df0310b324a1ca
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_CXXbase_f-Qipo
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_CXXbase_f-O3
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_CXXbase_f-Qprec-div-
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_CXXbase_f-Qprefetch_37c211608666b9dff9380561f602f0a8
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_CXXbase_f-Qcxx_features_dbf36c8a6dba956e22f1645e4dcd4d98
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_CXXbase_set_stack_space_98438a10eb60aa5f35f4c79d9b9b27b1
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_CXXbase_SmartHeap_d106338dfda1a055705c9b519e07f096
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_CXXbase_link_force_multiple2_070fe330869edf77077b841074b8b0b6
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#BaseOtherFlags
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Cbenchmarks
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#b403.gcc_baseEXTRA_CFLAGS_Dalloca_be3056838c12de2578596ca5467af7f3
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#PeakCompilerInvocation
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Cbenchmarks
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_CCpeak_intel_icc_vc9_6b5741b4033b9dc48df324263d9561bc
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_CCpeak_intel_compiler_c99_mode_1a3d110e3041b3ad4466830521bdad2a
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#CXXbenchmarks
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_CXXpeak_intel_icc_vc9_6b5741b4033b9dc48df324263d9561bc
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#PeakPortabilityFlags
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#b403.gcc_peakCPORTABILITY_DSPEC_CPU_WIN32
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#b464.h264ref_peakCPORTABILITY_DWIN32
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#b464.h264ref_peakCPORTABILITY_DSPEC_CPU_NO_INTTYPES
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakCXXPORTABILITY483_xalancbmk_f-no_wchar_t_keyword_ec0ad4495a16b4e858bfcb29d949d25d
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#PeakOptimizationFlags
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Cbenchmarks
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS400_perlbench_f-QxSSE42_372695bbe211719895df0310b324a1ca
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS400_perlbench_Qprof_gen
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS400_perlbench_Qprof_use
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE400_perlbench_f-Qipo
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE400_perlbench_f-O3
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE400_perlbench_f-Qprec-div-
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE400_perlbench_f-Qansi-alias
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE400_perlbench_f-Qprefetch_37c211608666b9dff9380561f602f0a8
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakEXTRA_LDFLAGS400_perlbench_set_stack_space_98438a10eb60aa5f35f4c79d9b9b27b1
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakEXTRA_LIBS400_perlbench_SmartHeap_d106338dfda1a055705c9b519e07f096
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakLDOUT400_perlbench_link_force_multiple2_070fe330869edf77077b841074b8b0b6
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS401_bzip2_f-QxSSE42_372695bbe211719895df0310b324a1ca
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS401_bzip2_Qprof_gen
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS401_bzip2_Qprof_use
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE401_bzip2_f-Qipo
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE401_bzip2_f-O3
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE401_bzip2_f-Qprec-div-
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE401_bzip2_f-Qprefetch_37c211608666b9dff9380561f602f0a8
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE401_bzip2_f-Qansi-alias
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakEXTRA_LDFLAGS401_bzip2_set_stack_space_98438a10eb60aa5f35f4c79d9b9b27b1
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS403_gcc_f-QxSSE42_372695bbe211719895df0310b324a1ca
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS403_gcc_Qprof_gen
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS403_gcc_Qprof_use
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE403_gcc_f-Qipo
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE403_gcc_f-O3
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE403_gcc_f-Qprec-div-
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE403_gcc_f-Qprefetch_37c211608666b9dff9380561f602f0a8
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakEXTRA_LDFLAGS403_gcc_set_stack_space_98438a10eb60aa5f35f4c79d9b9b27b1
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Peak Optimization Flags (Continued)
 429.mcf: -QxSSE4.2 -Qipo -O3 -Qprec-div- -Qopt-prefetch 

/F512000000

 445.gobmk: -QxSSE4.2(pass 2) -Qprof_gen(pass 1) -Qprof_use(pass 2) 
-Qipo -O2 -Qprec-div- -Qansi-alias /F512000000

 456.hmmer: -QxSSE4.2 -Qipo -O3 -Qprec-div- -Qunroll2 -Qansi-alias 
/F512000000

 458.sjeng: -QxSSE4.2(pass 2) -Qprof_gen(pass 1) -Qprof_use(pass 2) 
-Qipo -O3 -Qprec-div- -Qunroll4 /F512000000

 462.libquantum: basepeak = yes

 464.h264ref: -QxSSE4.2(pass 2) -Qprof_gen(pass 1) -Qprof_use(pass 2) 
-Qipo -O3 -Qprec-div- -Qunroll2 -Qansi-alias /F512000000

C++ benchmarks: 

 471.omnetpp: -QxSSE4.2(pass 2) -Qprof_gen(pass 1) -Qprof_use(pass 2) 
-Qipo -O3 -Qprec-div- -Qansi-alias 
-Qopt-ra-region-strategy=block /F512000000 shlW32M.lib 
           -link /FORCE:MULTIPLE

 473.astar: -QxSSE4.2(pass 2) -Qprof_gen(pass 1) -Qprof_use(pass 2) 
-Qipo -O3 -Qprec-div- -Qansi-alias 
-Qopt-ra-region-strategy=routine /F512000000 shlW32M.lib 
           -link /FORCE:MULTIPLE

 483.xalancbmk: basepeak = yes

Peak Other Flags
C benchmarks: 

 403.gcc: -Dalloca=_alloca

The flags file that was used to format this result can be browsed at
http://www.spec.org/cpu2006/flags/Intel-ic11.0-winx64-revA.20100302.02.html

You can also download the XML flags source by saving the following link:
http://www.spec.org/cpu2006/flags/Intel-ic11.0-winx64-revA.20100302.02.xml
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http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE429_mcf_f-QxSSE42_372695bbe211719895df0310b324a1ca
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE429_mcf_f-Qipo
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE429_mcf_f-O3
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE429_mcf_f-Qprec-div-
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE429_mcf_f-Qprefetch_37c211608666b9dff9380561f602f0a8
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakEXTRA_LDFLAGS429_mcf_set_stack_space_98438a10eb60aa5f35f4c79d9b9b27b1
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS445_gobmk_f-QxSSE42_372695bbe211719895df0310b324a1ca
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS445_gobmk_Qprof_gen
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS445_gobmk_Qprof_use
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE445_gobmk_f-Qipo
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE445_gobmk_f-O2
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE445_gobmk_f-Qprec-div-
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE445_gobmk_f-Qansi-alias
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakEXTRA_LDFLAGS445_gobmk_set_stack_space_98438a10eb60aa5f35f4c79d9b9b27b1
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE456_hmmer_f-QxSSE42_372695bbe211719895df0310b324a1ca
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE456_hmmer_f-Qipo
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE456_hmmer_f-O3
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE456_hmmer_f-Qprec-div-
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE456_hmmer_f-Qunroll_1d9456aa650e77fc2a0cf43cef3fa08c
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE456_hmmer_f-Qansi-alias
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakEXTRA_LDFLAGS456_hmmer_set_stack_space_98438a10eb60aa5f35f4c79d9b9b27b1
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS458_sjeng_f-QxSSE42_372695bbe211719895df0310b324a1ca
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS458_sjeng_Qprof_gen
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS458_sjeng_Qprof_use
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE458_sjeng_f-Qipo
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE458_sjeng_f-O3
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE458_sjeng_f-Qprec-div-
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE458_sjeng_f-Qunroll_013b1c0ea3aa84ef2c65e488bcc3d968
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakEXTRA_LDFLAGS458_sjeng_set_stack_space_98438a10eb60aa5f35f4c79d9b9b27b1
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS464_h264ref_f-QxSSE42_372695bbe211719895df0310b324a1ca
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS464_h264ref_Qprof_gen
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS464_h264ref_Qprof_use
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE464_h264ref_f-Qipo
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE464_h264ref_f-O3
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE464_h264ref_f-Qprec-div-
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE464_h264ref_f-Qunroll_1d9456aa650e77fc2a0cf43cef3fa08c
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE464_h264ref_f-Qansi-alias
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakEXTRA_LDFLAGS464_h264ref_set_stack_space_98438a10eb60aa5f35f4c79d9b9b27b1
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#CXXbenchmarks
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakPASS2_CXXFLAGSPASS2_LDFLAGS471_omnetpp_f-QxSSE42_372695bbe211719895df0310b324a1ca
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakPASS1_CXXFLAGSPASS1_LDFLAGS471_omnetpp_Qprof_gen
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakPASS2_CXXFLAGSPASS2_LDFLAGS471_omnetpp_Qprof_use
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE471_omnetpp_f-Qipo
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE471_omnetpp_f-O3
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE471_omnetpp_f-Qprec-div-
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE471_omnetpp_f-Qansi-alias
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE471_omnetpp_f-Qopt-ra-region-strategy-block_d2240e80a5d9053a1fd400255dbf4159
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakEXTRA_LDFLAGS471_omnetpp_set_stack_space_98438a10eb60aa5f35f4c79d9b9b27b1
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakEXTRA_LIBS471_omnetpp_SmartHeap_d106338dfda1a055705c9b519e07f096
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakLDOUT471_omnetpp_link_force_multiple2_070fe330869edf77077b841074b8b0b6
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakPASS2_CXXFLAGSPASS2_LDFLAGS473_astar_f-QxSSE42_372695bbe211719895df0310b324a1ca
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakPASS1_CXXFLAGSPASS1_LDFLAGS473_astar_Qprof_gen
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakPASS2_CXXFLAGSPASS2_LDFLAGS473_astar_Qprof_use
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE473_astar_f-Qipo
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE473_astar_f-O3
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE473_astar_f-Qprec-div-
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE473_astar_f-Qansi-alias
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakOPTIMIZE473_astar_f-Qopt-ra-region-strategy-routine_27d9979cad96d77c3c140fbaafbbcd93
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakEXTRA_LDFLAGS473_astar_set_stack_space_98438a10eb60aa5f35f4c79d9b9b27b1
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakEXTRA_LIBS473_astar_SmartHeap_d106338dfda1a055705c9b519e07f096
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#user_peakLDOUT473_astar_link_force_multiple2_070fe330869edf77077b841074b8b0b6
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#PeakOtherFlags
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Cbenchmarks
http://www.spec.org/cpu2006/results/res2010q1/cpu2006-20100215-09686.flags.html#b403.gcc_peakEXTRA_CFLAGS_Dalloca_be3056838c12de2578596ca5467af7f3
http://www.spec.org/cpu2006/flags/Intel-ic11.0-winx64-revA.20100302.02.html
http://www.spec.org/cpu2006/flags/Intel-ic11.0-winx64-revA.20100302.02.xml
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