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Hardware
CPU Name: SPARC64 VII+
CPU Characteristics:  
CPU MHz: 3000
FPU: Integrated
CPU(s) enabled: 64 cores, 16 chips, 4 cores/chip, 2 threads/core
CPU(s) orderable: 1 to 4 CMUs; each CMU contains 2 or 4 CPU chips
Primary Cache: 64 KB I + 64 KB D on chip per core
Secondary Cache: 12 MB I+D on chip per chip
L3 Cache: None
Other Cache: None
Memory: 512 GB (128 x 4 GB, 8-way interleaved)
Disk Subsystem: 4 x 300 GB 10,000 RPM SAS
Other Hardware: None

Software
Operating System: Oracle Solaris 10 9/10
Compiler: Oracle Solaris Studio 12.2
Auto Parallel: No
File System: zfs
System State: Default
Base Pointers: 32-bit
Peak Pointers: 32-bit
Other Software: None
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Results Table

Benchmark Seconds Ratio Seconds Ratio Seconds Ratio
Base

Seconds Ratio Seconds Ratio Seconds Ratio
Peak

400.perlbench 770 12.7 771 12.7 770 12.7 573 17.1 573 17.0 573 17.1

401.bzip2 788 12.2 788 12.2 788 12.2 692 13.9 692 13.9 692 13.9

403.gcc 872 9.23 872 9.23 872 9.23 777 10.4 774 10.4 777 10.4

429.mcf 566 16.1 566 16.1 566 16.1 452 20.2 454 20.1 454 20.1

445.gobmk 748 14.0 748 14.0 748 14.0 678 15.5 678 15.5 678 15.5

456.hmmer 836 11.2 836 11.2 836 11.2 836 11.2 836 11.2 836 11.2

458.sjeng 1327 9.12 1326 9.13 1326 9.13 1226 9.87 1225 9.87 1222 9.90

462.libquantum 309 67.0 309 67.0 309 67.0 265 78.3 265 78.3 265 78.3

464.h264ref 989 22.4 988 22.4 985 22.5 929 23.8 931 23.8 928 23.8

471.omnetpp 992 6.30 992 6.30 995 6.28 911 6.86 911 6.86 911 6.86

473.astar 583 12.0 583 12.0 583 12.0 559 12.6 557 12.6 557 12.6

483.xalancbmk 395 17.5 396 17.4 394 17.5 388 17.8 384 18.0 378 18.2

Results appear in the order in which they were run. Bold underlined text indicates a median measurement.

Compiler Invocation Notes
 Oracle Solaris Studio 12.2 is distributed with mandatory OS patches
  118683-05  119963-20  120753-08
 Oracle Solaris Studio 12.2 and patches are available at
  http://oracle.com/goto/solarisstudio

Submit Notes
The config file option 'submit' was used.  Processes were assigned to
specific processors using 'pbind' commands.  The list of processors to use
was provided in the 'BIND' variable, to generate the pbind commands.
(For details, please see the config file.)

Operating System Notes

Shell Environments:

    ulimit -s 131072 was used to limit the space consumed
    by the stack.(making more space available for the heap)

 System Tunables (/etc/system parameters):

 autoup=600
     Causes pages older than the listed number of seconds to
     be written by fsflush.
 zfs:zfs_arc_max = 0x10000000
     Control the amount of memory used by ZFS for caching

Continued on next page
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Operating System Notes (Continued)
 lpg_alloc_prefer=1
     Prefer local pages, even if not easily available

 Other System Settings:

 The webconsole service was turned off using
     svcadm disable webconsole

Platform Notes

 Memory is 8-way interleaved by filling each CMU's slots with the same
 capacity DIMMs.

 This result is measured on a SPARC Enterprise M8000 server from
 Fujitsu.  The SPARC Enterprise M8000 server from Oracle and from
 Fujitsu are electrically equivalent.

Base Compiler Invocation
C benchmarks: 

cc

C++ benchmarks: 
CC

Base Portability Flags
 400.perlbench: -DSPEC_CPU_SOLARIS_SPARC

 403.gcc: -DSPEC_CPU_SOLARIS
 462.libquantum: -DSPEC_CPU_SOLARIS
 483.xalancbmk: -DSPEC_CPU_SOLARIS

Base Optimization Flags
C benchmarks: 

-fast -fma=fused -xipo=2 -xpagesize=4M -xprefetch_level=1 
-xalias_level=std -ll2amm

C++ benchmarks: 
-xdepend -library=stlport4 -fast -fma=fused -xipo=2 -xpagesize=4M 
-xprefetch_level=2 -xalias_level=compatible -lfast
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Base Other Flags
C benchmarks: 

-xjobs=16 -V -#

C++ benchmarks: 
-xjobs=16 -verbose=diags,version

Peak Compiler Invocation
C benchmarks: 

cc

C++ benchmarks: 
CC

Peak Portability Flags
 400.perlbench: -DSPEC_CPU_SOLARIS_SPARC

 403.gcc: -DSPEC_CPU_SOLARIS
 462.libquantum: -DSPEC_CPU_SOLARIS
 483.xalancbmk: -DSPEC_CPU_SOLARIS

Peak Optimization Flags
C benchmarks: 

 400.perlbench: -xprofile=collect:./feedback(pass 1) 
-xprofile=use:./feedback(pass 2) -fast -fma=fused -xipo=2 
-xalias_level=std -xprefetch_level=1 -xrestrict -lfast

 401.bzip2: -xprofile=collect:./feedback(pass 1) 
-xprofile=use:./feedback(pass 2) -fast -xpagesize=4M 
-fma=fused -xalias_level=strong -xchip=generic

 403.gcc: -xprofile=collect:./feedback(pass 1) 
-xprofile=use:./feedback(pass 2) -fast -xpagesize=4M 
-xipo=2 -xalias_level=std -xO4 -xchip=generic -xunroll=7 
-ll2amm

 429.mcf: -xprofile=collect:./feedback(pass 1) 
-xprofile=use:./feedback(pass 2) -fast -xpagesize=4M 
-xipo=2 -xprefetch=latx:0.5 -xprefetch_level=3 
-xprefetch_auto_type=indirect_array_access -xchip=generic 
-xlinkopt -xunroll=7 -W2,-Apf:llist=3 
-W2,-Apf:noinnerllist -Wc,-Qlp-prt=1 -Wc,-Qlp-prwt=3 
-lfast

Continued on next page
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http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_CXXbase_xjobs_4f81ac9220dd753769b9064563a73524
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_CXXbase_verbose_CC
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#PeakCompilerInvocation
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Cbenchmarks
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_CCpeak_oracle_studio_cc
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#CXXbenchmarks
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_CXXpeak_oracle_studio_CC
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#PeakPortabilityFlags
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#b400.perlbench_peakCPORTABILITY_DSPEC_CPU_SOLARIS_SPARC
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#b403.gcc_peakCPORTABILITY_DSPEC_CPU_SOLARIS
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#b462.libquantum_peakCPORTABILITY_DSPEC_CPU_SOLARIS
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#b483.xalancbmk_peakCXXPORTABILITY_DSPEC_CPU_SOLARIS
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#PeakOptimizationFlags
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Cbenchmarks
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS400_perlbench_xprofile_collect_eb7600ff49c156e08b79eda146723f7d
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS400_perlbench_xprofile_use_2c7da09021590254e061b7043891e3f2
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakOPTIMIZE400_perlbench_fast_cc
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakOPTIMIZE400_perlbench_F-fma:fused
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakOPTIMIZE400_perlbench_xipo_5e3708e8f61bc7c7cade0f8c4dada1db
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakOPTIMIZE400_perlbench_xalias_level_cc_ed12b6aa9cc1ccf9ee8329664a2d2066
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakOPTIMIZE400_perlbench_xprefetch_level_00122fc29e1ebc0e9043311a3a5ec24f
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakOPTIMIZE400_perlbench_F-xrestrict
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_LIBS400_perlbench_F-lfast
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS401_bzip2_xprofile_collect_eb7600ff49c156e08b79eda146723f7d
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS401_bzip2_xprofile_use_2c7da09021590254e061b7043891e3f2
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakOPTIMIZE401_bzip2_fast_cc
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakOPTIMIZE401_bzip2_xpagesize_91030b1beb2aea27ca57700214e02a09
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE401_bzip2_F-fma:fused
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE401_bzip2_xalias_level_cc_55f5e21d5175f1806f53f2825faa86c9
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE401_bzip2_xchip_2d7c43f9d645bc6b9112ccdf7df1c3bb
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS403_gcc_xprofile_collect_eb7600ff49c156e08b79eda146723f7d
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS403_gcc_xprofile_use_2c7da09021590254e061b7043891e3f2
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakOPTIMIZE403_gcc_fast_cc
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakOPTIMIZE403_gcc_xpagesize_91030b1beb2aea27ca57700214e02a09
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE403_gcc_xipo_5e3708e8f61bc7c7cade0f8c4dada1db
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE403_gcc_xalias_level_cc_ed12b6aa9cc1ccf9ee8329664a2d2066
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE403_gcc_xO_b5611499ca9b4504933c3f3be19b8005
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE403_gcc_xchip_2d7c43f9d645bc6b9112ccdf7df1c3bb
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE403_gcc_xunroll_75251ec49aea7175a3d75840c547e574
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_LIBS403_gcc_F-ll2amm
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS429_mcf_xprofile_collect_eb7600ff49c156e08b79eda146723f7d
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS429_mcf_xprofile_use_2c7da09021590254e061b7043891e3f2
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakOPTIMIZE429_mcf_fast_cc
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakOPTIMIZE429_mcf_xpagesize_91030b1beb2aea27ca57700214e02a09
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE429_mcf_xipo_5e3708e8f61bc7c7cade0f8c4dada1db
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE429_mcf_xprefetch_latx_d383d870ce7451d227d80123325651ca
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE429_mcf_xprefetch_level_f7d8dacb73ff2800ee38baed8c608fd3
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE429_mcf_F-xprefetch_auto_type:indirect_array_access
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE429_mcf_xchip_2d7c43f9d645bc6b9112ccdf7df1c3bb
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE429_mcf_F-xlinkopt
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE429_mcf_xunroll_75251ec49aea7175a3d75840c547e574
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE429_mcf_Apf:llist_7f75b566b7ecd865dff1226d6dfd1d25
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE429_mcf_Apf:noinnerllist_9800008251547ac4b8d3ecf46b270613
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE429_mcf_Qlp-prt_d7b59242a20b166ab1be1f5f72c8874f
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE429_mcf_Qlp-prwt_52db2dca6232dd2cd8ad18b5156c19cf
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_LIBS429_mcf_F-lfast
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Peak Optimization Flags (Continued)

 445.gobmk: -xprofile=collect:./feedback(pass 1) 
-xprofile=use:./feedback(pass 2) -fast -xpagesize=4M 
-fma=fused -xalias_level=std -xrestrict

 456.hmmer: basepeak = yes

 458.sjeng: -xprofile=collect:./feedback(pass 1) 
-xprofile=use:./feedback(pass 2) -fast -xpagesize=4M 
-xipo=2 -xO4 -xlinkopt -xunroll=2

 462.libquantum: -fast -xpagesize=4M -xalias_level=std -xipo=2 
-xprefetch=no%auto -xO4 -xarch=generic -xcache=generic 
-xlinkopt=2 -xunroll=8

 464.h264ref: -xprofile=collect:./feedback(pass 1) 
-xprofile=use:./feedback(pass 2) -fast -xpagesize=4M 
-xipo=2 -xalias_level=std -xprefetch=no%auto -xlinkopt=2 
-ll2amm

C++ benchmarks: 

 471.omnetpp: -xdepend -library=stlport4 
-xprofile=collect:./feedback(pass 1) 
-xprofile=use:./feedback(pass 2) -fast -xpagesize=4M 
-xalias_level=compatible -fma=fused -xipo=2 
-xprefetch_level=2 -Qoption cg -Qlp-av=0 -lfast

 473.astar: -xdepend -library=stlport4 
-xprofile=collect:./feedback(pass 1) 
-xprofile=use:./feedback(pass 2) -fast -xpagesize=4M 
-xalias_level=compatible -fma=fused -xipo=2 
-xprefetch_level=2 -xprefetch=latx:0.5 -lfast

 483.xalancbmk: -xdepend -library=stlport4 -fast -xpagesize=4M 
-xalias_level=compatible -fma=fused -xipo=2 
-xprefetch=no%auto -lfast

Peak Other Flags
C benchmarks: 

-xjobs=16 -V -#

C++ benchmarks: 
-xjobs=16 -verbose=diags,version
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http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS445_gobmk_xprofile_collect_eb7600ff49c156e08b79eda146723f7d
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS445_gobmk_xprofile_use_2c7da09021590254e061b7043891e3f2
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakOPTIMIZE445_gobmk_fast_cc
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakOPTIMIZE445_gobmk_xpagesize_91030b1beb2aea27ca57700214e02a09
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE445_gobmk_F-fma:fused
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE445_gobmk_xalias_level_cc_ed12b6aa9cc1ccf9ee8329664a2d2066
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE445_gobmk_F-xrestrict
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS458_sjeng_xprofile_collect_eb7600ff49c156e08b79eda146723f7d
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS458_sjeng_xprofile_use_2c7da09021590254e061b7043891e3f2
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakOPTIMIZE458_sjeng_fast_cc
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakOPTIMIZE458_sjeng_xpagesize_91030b1beb2aea27ca57700214e02a09
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE458_sjeng_xipo_5e3708e8f61bc7c7cade0f8c4dada1db
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE458_sjeng_xO_b5611499ca9b4504933c3f3be19b8005
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE458_sjeng_F-xlinkopt
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE458_sjeng_xunroll_8ac303d7ab8ce392def9a884afb24df7
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakOPTIMIZE462_libquantum_fast_cc
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakOPTIMIZE462_libquantum_xpagesize_91030b1beb2aea27ca57700214e02a09
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakCOPTIMIZE462_libquantum_xalias_level_cc_ed12b6aa9cc1ccf9ee8329664a2d2066
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE462_libquantum_xipo_5e3708e8f61bc7c7cade0f8c4dada1db
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE462_libquantum_xprefetch_aadf369b144f677b141e4051b7b2a0c9
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE462_libquantum_xO_b5611499ca9b4504933c3f3be19b8005
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE462_libquantum_xarch_3bdfd8ccab8400b9d90192444e0e79af
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE462_libquantum_xcache_1a11f11d454c527057fac69895f0ab84
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE462_libquantum_F-xlinkopt_3641707f9c73f82130113cfc7830100f
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE462_libquantum_xunroll_f4ef00227edce9736576042f7f12f876
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS464_h264ref_xprofile_collect_eb7600ff49c156e08b79eda146723f7d
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS464_h264ref_xprofile_use_2c7da09021590254e061b7043891e3f2
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http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE464_h264ref_xalias_level_cc_ed12b6aa9cc1ccf9ee8329664a2d2066
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE464_h264ref_xprefetch_aadf369b144f677b141e4051b7b2a0c9
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE464_h264ref_F-xlinkopt_3641707f9c73f82130113cfc7830100f
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http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakCXXLD471_omnetpp_F-lstlport4_b8e913805c6afc3a45e676d2e2070a28
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakPASS1_CXXFLAGSPASS1_LDFLAGS471_omnetpp_xprofile_collect_eb7600ff49c156e08b79eda146723f7d
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakPASS2_CXXFLAGSPASS2_LDFLAGS471_omnetpp_xprofile_use_2c7da09021590254e061b7043891e3f2
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakOPTIMIZE471_omnetpp_fast_CC
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http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE471_omnetpp_F-fma:fused
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE471_omnetpp_xipo_5e3708e8f61bc7c7cade0f8c4dada1db
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE471_omnetpp_xprefetch_level_a95d45b25f6cde09b31d400468e2d02f
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE471_omnetpp_Qlp-av_7cea9c2fe67c7a897325b52fccccca97
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_LIBS471_omnetpp_F-lfast
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakCXXLD473_astar_F-xdepend
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakCXXLD473_astar_F-lstlport4_b8e913805c6afc3a45e676d2e2070a28
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakPASS1_CXXFLAGSPASS1_LDFLAGS473_astar_xprofile_collect_eb7600ff49c156e08b79eda146723f7d
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakPASS2_CXXFLAGSPASS2_LDFLAGS473_astar_xprofile_use_2c7da09021590254e061b7043891e3f2
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakOPTIMIZE473_astar_fast_CC
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakOPTIMIZE473_astar_xpagesize_91030b1beb2aea27ca57700214e02a09
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakCXXOPTIMIZE473_astar_xalias_level_CC_96f159d8d9a7543292667cc08592323e
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101201-13868.flags.html#user_peakEXTRA_OPTIMIZE473_astar_F-fma:fused
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Fujitsu
SPARC Enterprise M8000

SPECint2006 = 15.8

SPECint_base2006 = 14.2
CPU2006 license: 19 Test date: Oct-2010
Test sponsor: Fujitsu Hardware Availability: Dec-2010
Tested by: Fujitsu Software Availability: Sep-2010

The flags file that was used to format this result can be browsed at
http://www.spec.org/cpu2006/flags/Oracle-Solaris-Studio12.2-SPARC.html

You can also download the XML flags source by saving the following link:
http://www.spec.org/cpu2006/flags/Oracle-Solaris-Studio12.2-SPARC.xml

Originally published on 21 December 2010.
Report generated on Wed Jul 23 13:44:08 2014 by SPEC CPU2006 PS/PDF formatter v6932.
Tested with SPEC CPU2006 v1.1.

For other inquiries, please contact webmaster@spec.org.
For questions about this result, please contact the tester.
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