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Hardware
CPU Name: SPARC64 VII+
CPU Characteristics:  
CPU MHz: 2660
FPU: Integrated
CPU(s) enabled: 32 cores, 8 chips, 4 cores/chip, 2 threads/core
CPU(s) orderable: 1 to 4 CPUMs; each CPUM contains 2 CPU chips
Primary Cache: 64 KB I + 64 KB D on chip per core
Secondary Cache: 11 MB I+D on chip per chip
L3 Cache: None
Other Cache: None
Memory: 128 GB (64 x 2 GB, 8-way interleaved)
Disk Subsystem: 134 GB on 2 x 72 GB 10K RPM SAS disks
Other Hardware: None

Software
Operating System: Oracle Solaris 10 9/10
Compiler: Oracle Solaris Studio 12.2
Auto Parallel: No
File System: zfs with gzip compression
System State: Default
Base Pointers: 32-bit
Peak Pointers: 32-bit
Other Software: None
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Results Table

Benchmark Copies Seconds Ratio Seconds Ratio Seconds Ratio
Base

Copies Seconds Ratio Seconds Ratio Seconds Ratio
Peak

400.perlbench 64 1481 422 1480 422 1483 422 64 1066 587 1066 587 1065 587

401.bzip2 64 2449 252 2458 251 2449 252 32 880 351 886 348 881 351

403.gcc 64 2194 235 2201 234 2211 233 64 2157 239 2165 238 2163 238

429.mcf 64 2632 222 2629 222 2638 221 32 980 298 980 298 979 298

445.gobmk 64 1339 501 1337 502 1348 498 64 1208 556 1207 556 1208 556

456.hmmer 64 1834 326 1836 325 1839 325 63 1792 328 1791 328 1791 328

458.sjeng 64 2126 364 2127 364 2127 364 64 1928 402 1927 402 1926 402

462.libquantum 64 2197 604 2199 603 2198 603 64 2069 641 2071 640 2065 642

464.h264ref 64 2120 668 2117 669 2117 669 64 1972 718 1971 719 1971 719

471.omnetpp 64 3983 100 3983 100 3981 100 32 1892 106 1891 106 1893 106

473.astar 64 2158 208 2159 208 2153 209 64 2089 215 2097 214 2087 215

483.xalancbmk 64 1386 319 1383 319 1385 319 63 1345 323 1358 320 1346 323

Results appear in the order in which they were run. Bold underlined text indicates a median measurement.

Compiler Invocation Notes
 Oracle Solaris Studio 12.2 is distributed with mandatory OS patches
  118683-05  119963-20  120753-08
 Oracle Solaris Studio 12.2 and patches are available at
  http://oracle.com/goto/solarisstudio

Submit Notes

 Processes were assigned to specific processors using 'pbind'
 commands.  The config file option 'submit' was used, along
 with a list of processors in the 'BIND' variable, to generate
 the pbind commands.  (For details, please see the config file.)

Operating System Notes
 ulimit -s 131072 was used to limit the space
 consumed by the stack (and therefore make more
 space available to the heap).

  /etc/system parameters
     autoup=600
        Causes pages older than the listed number of seconds to
        be written by fsflush.
     tune_t_fsflushr=10
        Controls how many seconds elapse between runs of the
        page flush daemon, fsflush.

Continued on next page

mailto:info@spec.org
http://www.spec.org/
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#SPECCINT2006Result
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#SPECintrate2006
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#SPECintratebase2006
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#CPU2006license
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Testdate
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Testsponsor
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#HardwareAvailability
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Testedby
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#SoftwareAvailability
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#ResultsTable
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Benchmark
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Copies
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Seconds
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Ratio
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Seconds
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Ratio
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Seconds
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Ratio
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Copies
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Seconds
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Ratio
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Seconds
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Ratio
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Seconds
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Ratio
http://www.spec.org/auto/cpu2006/Docs/400.perlbench.html
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/401.bzip2.html
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/403.gcc.html
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/429.mcf.html
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/445.gobmk.html
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/456.hmmer.html
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/458.sjeng.html
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/462.libquantum.html
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/464.h264ref.html
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/471.omnetpp.html
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/473.astar.html
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/483.xalancbmk.html
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#RunOrder
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Median
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#CompilerInvocationNotes
http://oracle.com/goto/solarisstudio
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#SubmitNotes
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#OperatingSystemNotes


Standard Performance Evaluation Corporation
info@spec.org

http://www.spec.org/
Page 3

spec
SPEC CINT2006 Result

Copyright 2006-2014 Standard Performance Evaluation Corporation

Oracle Corporation
SPARC Enterprise M5000

SPECint_rate2006 = 352

SPECint_rate_base2006 = 313
CPU2006 license: 6 Test date: Nov-2010
Test sponsor: Oracle Corporation Hardware Availability: Dec-2010
Tested by: Oracle Corporation Software Availability: Sep-2010

Operating System Notes (Continued)
     zfs:zfs_arc_min=0x10000000
     zfs:zfs_arc_max=0x380000000
        Limits the consumption of memory by the zfs file system
        cache to 256 MB to 14 GB .  (The arc_max sets the maximum
        cache size; arc_min sets the minimum.)
     kernel_cage_enable=0
        Allows the kernel to use memory in any locality group.
        In particular, allows ZFS file caches to be located on
        any memory board.
     lpg_alloc_prefer=1
         Indicates that extra effort should be taken to ensure
         that pages are created in the nearby lgroup (NUMA location).
  The "webconsole" service was turned off using
      svcadm disable webconsole
  The system had 52 GB of swap space.

Platform Notes

 Memory is 8-way interleaved by filling all slots with
 the same capacity DIMMs.

 This result is measured on a SPARC Enterprise M5000 server from
 Oracle.  The SPARC Enterprise M5000 server from Oracle and from
 Fujitsu are electrically equivalent.

Base Compiler Invocation
C benchmarks: 

cc

C++ benchmarks: 
CC

Base Portability Flags
 400.perlbench: -DSPEC_CPU_SOLARIS_SPARC

 403.gcc: -DSPEC_CPU_SOLARIS
 462.libquantum: -DSPEC_CPU_SOLARIS
 483.xalancbmk: -DSPEC_CPU_SOLARIS
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Base Optimization Flags
C benchmarks: 

-fast -fma=fused -xipo=2 -xpagesize=4M -xalias_level=std -ll2amm

C++ benchmarks: 
-fast -fma=fused -xipo=2 -xpagesize=4M -xalias_level=compatible 
-xdepend -library=stlport4 -lfast

Base Other Flags
C benchmarks: 

-xjobs=32 -V -#

C++ benchmarks: 
-xjobs=32 -verbose=diags,version

Peak Compiler Invocation
C benchmarks: 

cc

C++ benchmarks: 
CC

Peak Portability Flags
 400.perlbench: -DSPEC_CPU_SOLARIS_SPARC

 403.gcc: -DSPEC_CPU_SOLARIS
 462.libquantum: -DSPEC_CPU_SOLARIS
 483.xalancbmk: -DSPEC_CPU_SOLARIS

Peak Optimization Flags
C benchmarks: 

 400.perlbench: -xprofile=collect:./feedback(pass 1) 
-xprofile=use:./feedback(pass 2) -fast -xpagesize=4M 
-M /usr/lib/ld/map.bssalign -fma=fused -xipo=1 
-xalias_level=std -xrestrict -Xc -xO4 -xprefetch=latx:0.5 
-lfast

 401.bzip2: -xprofile=collect:./feedback(pass 1) 
-xprofile=use:./feedback(pass 2) -fast -xpagesize=4M 
-fma=fused -xalias_level=strong -xchip=generic

Continued on next page
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http://www.spec.org/auto/cpu2006/Docs/result-fields.html#PeakPortabilityFlags
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#b400.perlbench_peakCPORTABILITY_DSPEC_CPU_SOLARIS_SPARC
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#b403.gcc_peakCPORTABILITY_DSPEC_CPU_SOLARIS
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#b462.libquantum_peakCPORTABILITY_DSPEC_CPU_SOLARIS
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#b483.xalancbmk_peakCXXPORTABILITY_DSPEC_CPU_SOLARIS
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#PeakOptimizationFlags
http://www.spec.org/auto/cpu2006/Docs/result-fields.html#Cbenchmarks
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS400_perlbench_xprofile_collect_eb7600ff49c156e08b79eda146723f7d
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS400_perlbench_xprofile_use_2c7da09021590254e061b7043891e3f2
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakOPTIMIZE400_perlbench_fast_cc
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakOPTIMIZE400_perlbench_xpagesize_91030b1beb2aea27ca57700214e02a09
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_LDFLAGS400_perlbench_map.bssalign_a1f7d24ee9e0e624b5cbbae1fbd1b302
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE400_perlbench_F-fma:fused
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE400_perlbench_xipo_244aeef1b109ad561a752b1a22d45e94
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE400_perlbench_xalias_level_cc_ed12b6aa9cc1ccf9ee8329664a2d2066
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE400_perlbench_F-xrestrict
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE400_perlbench_X_f441cbbfbe736090db325cb952ac9f31
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE400_perlbench_xO_b5611499ca9b4504933c3f3be19b8005
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE400_perlbench_xprefetch_latx_d383d870ce7451d227d80123325651ca
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_LIBS400_perlbench_F-lfast
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS401_bzip2_xprofile_collect_eb7600ff49c156e08b79eda146723f7d
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS401_bzip2_xprofile_use_2c7da09021590254e061b7043891e3f2
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakOPTIMIZE401_bzip2_fast_cc
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakOPTIMIZE401_bzip2_xpagesize_91030b1beb2aea27ca57700214e02a09
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE401_bzip2_F-fma:fused
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE401_bzip2_xalias_level_cc_55f5e21d5175f1806f53f2825faa86c9
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE401_bzip2_xchip_2d7c43f9d645bc6b9112ccdf7df1c3bb


Standard Performance Evaluation Corporation
info@spec.org

http://www.spec.org/
Page 5

spec
SPEC CINT2006 Result

Copyright 2006-2014 Standard Performance Evaluation Corporation

Oracle Corporation
SPARC Enterprise M5000

SPECint_rate2006 = 352

SPECint_rate_base2006 = 313
CPU2006 license: 6 Test date: Nov-2010
Test sponsor: Oracle Corporation Hardware Availability: Dec-2010
Tested by: Oracle Corporation Software Availability: Sep-2010

Peak Optimization Flags (Continued)

 403.gcc: -xprofile=collect:./feedback(pass 1) 
-xprofile=use:./feedback(pass 2) -fast -xpagesize=4M 
-fma=fused -xipo=2 -xalias_level=std -xprefetch=no 
-xarch=sparcfmaf -ll2amm

 429.mcf: -xprofile=collect:./feedback(pass 1) 
-xprofile=use:./feedback(pass 2) -fast -xpagesize=4M 
-xipo=2 -xprefetch_auto_type=indirect_array_access 
-xchip=generic -xlinkopt -W2,-Apf:llist=3 
-W2,-Apf:noinnerllist -lfast

 445.gobmk: -xprofile=collect:./feedback(pass 1) 
-xprofile=use:./feedback(pass 2) -fast -xpagesize=4M 
-fma=fused -xalias_level=std -xrestrict -xlinkopt 
-xprefetch=no%auto -xunroll=6 -lfast -ll2amm

 456.hmmer: -xprofile=collect:./feedback(pass 1) 
-xprofile=use:./feedback(pass 2) -fast -xpagesize=4M 
-fma=fused -xipo=2

 458.sjeng: -xprofile=collect:./feedback(pass 1) 
-xprofile=use:./feedback(pass 2) -fast -xpagesize=4M 
-fma=fused -xipo=2 -xO4 -xlinkopt -xprefetch=no%auto 
-ll2amm

 462.libquantum: -fast -xpagesize=4M -fma=fused -xipo=2 -xprefetch=no 
-lbsdmalloc

 464.h264ref: -xprofile=collect:./feedback(pass 1) 
-xprofile=use:./feedback(pass 2) -fast -xpagesize=4M 
-xipo=2 -xarch=sparcfmaf -xalias_level=std -xprefetch=no 
-ll2amm

C++ benchmarks: 

 471.omnetpp: -xprofile=collect:./feedback(pass 1) 
-xprofile=use:./feedback(pass 2) -fast -xpagesize=4M 
-xalias_level=compatible -xdepend -library=stlport4 
-fma=fused -xipo=2 -Qoption cg -Qlp-av=0 -xO4 -lfast

 473.astar: -xprofile=collect:./feedback(pass 1) 
-xprofile=use:./feedback(pass 2) -fast -xpagesize=4M 
-xalias_level=compatible -xdepend -library=stlport4 
-M /usr/lib/ld/map.bssalign -fma=fused -xipo=2 
-xprefetch=no%auto -lfast -lbsdmalloc

 483.xalancbmk: -xprofile=collect:./feedback(pass 1) 
-xprofile=use:./feedback(pass 2) -fast -xpagesize=4M 
-xalias_level=compatible -xdepend -library=stlport4 

Continued on next page
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http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS403_gcc_xprofile_collect_eb7600ff49c156e08b79eda146723f7d
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS403_gcc_xprofile_use_2c7da09021590254e061b7043891e3f2
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakOPTIMIZE403_gcc_fast_cc
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakOPTIMIZE403_gcc_xpagesize_91030b1beb2aea27ca57700214e02a09
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE403_gcc_F-fma:fused
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE403_gcc_xipo_5e3708e8f61bc7c7cade0f8c4dada1db
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE403_gcc_xalias_level_cc_ed12b6aa9cc1ccf9ee8329664a2d2066
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE403_gcc_xprefetch_b8a3628128c4d75a7d3b9df1a735fb2e
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE403_gcc_xarch_0671447f6062828926ddbcd1f63e8301
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_LIBS403_gcc_F-ll2amm
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS429_mcf_xprofile_collect_eb7600ff49c156e08b79eda146723f7d
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS429_mcf_xprofile_use_2c7da09021590254e061b7043891e3f2
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakOPTIMIZE429_mcf_fast_cc
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakOPTIMIZE429_mcf_xpagesize_91030b1beb2aea27ca57700214e02a09
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE429_mcf_xipo_5e3708e8f61bc7c7cade0f8c4dada1db
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE429_mcf_F-xprefetch_auto_type:indirect_array_access
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE429_mcf_xchip_2d7c43f9d645bc6b9112ccdf7df1c3bb
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE429_mcf_F-xlinkopt
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE429_mcf_Apf:llist_7f75b566b7ecd865dff1226d6dfd1d25
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE429_mcf_Apf:noinnerllist_9800008251547ac4b8d3ecf46b270613
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_LIBS429_mcf_F-lfast
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS445_gobmk_xprofile_collect_eb7600ff49c156e08b79eda146723f7d
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS445_gobmk_xprofile_use_2c7da09021590254e061b7043891e3f2
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakOPTIMIZE445_gobmk_fast_cc
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakOPTIMIZE445_gobmk_xpagesize_91030b1beb2aea27ca57700214e02a09
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE445_gobmk_F-fma:fused
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE445_gobmk_xalias_level_cc_ed12b6aa9cc1ccf9ee8329664a2d2066
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE445_gobmk_F-xrestrict
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE445_gobmk_F-xlinkopt
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE445_gobmk_xprefetch_aadf369b144f677b141e4051b7b2a0c9
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE445_gobmk_xunroll_c8f0d4fc3cf2dbab79cf34570e9e834b
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE445_gobmk_F-lfast
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_LIBS445_gobmk_F-ll2amm
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS456_hmmer_xprofile_collect_eb7600ff49c156e08b79eda146723f7d
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS456_hmmer_xprofile_use_2c7da09021590254e061b7043891e3f2
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakOPTIMIZE456_hmmer_fast_cc
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakOPTIMIZE456_hmmer_xpagesize_91030b1beb2aea27ca57700214e02a09
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE456_hmmer_F-fma:fused
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE456_hmmer_xipo_5e3708e8f61bc7c7cade0f8c4dada1db
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS458_sjeng_xprofile_collect_eb7600ff49c156e08b79eda146723f7d
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS458_sjeng_xprofile_use_2c7da09021590254e061b7043891e3f2
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakOPTIMIZE458_sjeng_fast_cc
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakOPTIMIZE458_sjeng_xpagesize_91030b1beb2aea27ca57700214e02a09
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE458_sjeng_F-fma:fused
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE458_sjeng_xipo_5e3708e8f61bc7c7cade0f8c4dada1db
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE458_sjeng_xO_b5611499ca9b4504933c3f3be19b8005
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE458_sjeng_F-xlinkopt
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE458_sjeng_xprefetch_aadf369b144f677b141e4051b7b2a0c9
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_CLIBS458_sjeng_F-ll2amm
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakOPTIMIZE462_libquantum_fast_cc
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakOPTIMIZE462_libquantum_xpagesize_91030b1beb2aea27ca57700214e02a09
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE462_libquantum_F-fma:fused
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE462_libquantum_xipo_5e3708e8f61bc7c7cade0f8c4dada1db
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE462_libquantum_xprefetch_b8a3628128c4d75a7d3b9df1a735fb2e
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_CLIBS462_libquantum_F-lbsdmalloc
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakPASS1_CFLAGSPASS1_LDFLAGS464_h264ref_xprofile_collect_eb7600ff49c156e08b79eda146723f7d
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakPASS2_CFLAGSPASS2_LDFLAGS464_h264ref_xprofile_use_2c7da09021590254e061b7043891e3f2
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakOPTIMIZE464_h264ref_fast_cc
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakOPTIMIZE464_h264ref_xpagesize_91030b1beb2aea27ca57700214e02a09
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE464_h264ref_xipo_5e3708e8f61bc7c7cade0f8c4dada1db
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE464_h264ref_xarch_0671447f6062828926ddbcd1f63e8301
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE464_h264ref_xalias_level_cc_ed12b6aa9cc1ccf9ee8329664a2d2066
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE464_h264ref_xprefetch_b8a3628128c4d75a7d3b9df1a735fb2e
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_LIBS464_h264ref_F-ll2amm
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http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakPASS1_CXXFLAGSPASS1_LDFLAGS471_omnetpp_xprofile_collect_eb7600ff49c156e08b79eda146723f7d
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakPASS2_CXXFLAGSPASS2_LDFLAGS471_omnetpp_xprofile_use_2c7da09021590254e061b7043891e3f2
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakOPTIMIZE471_omnetpp_fast_CC
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakOPTIMIZE471_omnetpp_xpagesize_91030b1beb2aea27ca57700214e02a09
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakCXXOPTIMIZE471_omnetpp_xalias_level_CC_96f159d8d9a7543292667cc08592323e
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakCXXOPTIMIZE471_omnetpp_F-xdepend
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_CXXFLAGSEXTRA_CXXLIBS471_omnetpp_F-lstlport4_b8e913805c6afc3a45e676d2e2070a28
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE471_omnetpp_F-fma:fused
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE471_omnetpp_xipo_5e3708e8f61bc7c7cade0f8c4dada1db
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE471_omnetpp_Qlp-av_7cea9c2fe67c7a897325b52fccccca97
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE471_omnetpp_xO_b5611499ca9b4504933c3f3be19b8005
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_LIBS471_omnetpp_F-lfast
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakPASS1_CXXFLAGSPASS1_LDFLAGS473_astar_xprofile_collect_eb7600ff49c156e08b79eda146723f7d
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakPASS2_CXXFLAGSPASS2_LDFLAGS473_astar_xprofile_use_2c7da09021590254e061b7043891e3f2
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakOPTIMIZE473_astar_fast_CC
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakOPTIMIZE473_astar_xpagesize_91030b1beb2aea27ca57700214e02a09
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakCXXOPTIMIZE473_astar_xalias_level_CC_96f159d8d9a7543292667cc08592323e
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakCXXOPTIMIZE473_astar_F-xdepend
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_CXXFLAGSEXTRA_CXXLIBS473_astar_F-lstlport4_b8e913805c6afc3a45e676d2e2070a28
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_LDFLAGS473_astar_map.bssalign_a1f7d24ee9e0e624b5cbbae1fbd1b302
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE473_astar_F-fma:fused
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE473_astar_xipo_5e3708e8f61bc7c7cade0f8c4dada1db
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_OPTIMIZE473_astar_xprefetch_aadf369b144f677b141e4051b7b2a0c9
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_LIBS473_astar_F-lfast
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_LIBS473_astar_F-lbsdmalloc
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakPASS1_CXXFLAGSPASS1_LDFLAGS483_xalancbmk_xprofile_collect_eb7600ff49c156e08b79eda146723f7d
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakPASS2_CXXFLAGSPASS2_LDFLAGS483_xalancbmk_xprofile_use_2c7da09021590254e061b7043891e3f2
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakOPTIMIZE483_xalancbmk_fast_CC
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakOPTIMIZE483_xalancbmk_xpagesize_91030b1beb2aea27ca57700214e02a09
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakCXXOPTIMIZE483_xalancbmk_xalias_level_CC_96f159d8d9a7543292667cc08592323e
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakCXXOPTIMIZE483_xalancbmk_F-xdepend
http://www.spec.org/cpu2006/results/res2010q4/cpu2006-20101206-13883.flags.html#user_peakEXTRA_CXXFLAGSEXTRA_CXXLIBS483_xalancbmk_F-lstlport4_b8e913805c6afc3a45e676d2e2070a28
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Oracle Corporation
SPARC Enterprise M5000

SPECint_rate2006 = 352

SPECint_rate_base2006 = 313
CPU2006 license: 6 Test date: Nov-2010
Test sponsor: Oracle Corporation Hardware Availability: Dec-2010
Tested by: Oracle Corporation Software Availability: Sep-2010

Peak Optimization Flags (Continued)
 483.xalancbmk (continued):

-fma=fused -xipo=2 -xprefetch=no -xO4 -lfast

Peak Other Flags
C benchmarks: 

-xjobs=32 -V -#

C++ benchmarks: 
-xjobs=32 -verbose=diags,version

The flags file that was used to format this result can be browsed at
http://www.spec.org/cpu2006/flags/Oracle-Solaris-Studio12.2-SPARC.20101221.html

You can also download the XML flags source by saving the following link:
http://www.spec.org/cpu2006/flags/Oracle-Solaris-Studio12.2-SPARC.20101221.xml

Originally published on 21 December 2010.
Report generated on Wed Jul 23 13:50:39 2014 by SPEC CPU2006 PS/PDF formatter v6932.
Tested with SPEC CPU2006 v1.1.

For other inquiries, please contact webmaster@spec.org.
For questions about this result, please contact the tester.
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