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SPEC license #HPG0014] Tested by: SGl|Test site: SGl|Test date: Apr-2004 [Hardware Availdun-2003 |Software Avai M ay-2004
Reference|] Base Base Peak Peak
Benchmark Time |Runtime| Ratio | Runtime| Ratio T EI'OO?OOQ . .ZOOQOOOI
311.wupwise | 9200 225 | 654427 —
313.swim | 12500 171 [1171495 : !
315.mgrid | 13500 368 | 586350 ' !
I —
317.applu | 13500 474 | 456023 .
321 equake | 13000 | 1217 | 170902 — =
: ————1.
325.apsi | 10500 340 | 494730 :
327.gafort | 11000 | 636 | 276645 — :
329.fma3d | 23500 | 853 | 440745 — !
33Lart | 25000 231 (1732791 = :
Hardware Software
CPU: Intel Itanium 2 OpenMP Threads: 128
CPU MHz: 1500 Parallel: OpenMP
FPU: Integrated Operating System: SGI ProPack(TM) 3
CPU(s) enabled: 128 cores, 128 chips, 1 core/chip Compiler: Intel(R) Fortran Compiler for Linux 8.0 (Build 20040416)
CPU(S) orderable: 4-256 ) . Intel(R) C++ Compiler for Linux 8.0 (Build 20040416)
Primary Cache: 16K BI + 16KBD (on chip) per core File System: xfs |
Secondary Cache: 256K B (on chip) per core System State: Single-user
L3 Cache: 6.0MB (on chip) per core
Other Cache: N/A
M emory: 512 GB (16 x 1024 MB PC2700 DIMMs per 4 core modul€)
Disk Subsystem: 1 x 36 GB SCSI (Seagate Cheetah 15k rpm)
Other Hardware: None

Basel i ne opti
C prograns:

Fortran prograns:

OpenMP runt

Extra Fl ags:
331.art_1I:

Basel i ne user

Notes/Tuning Information
nm zation flags:
-opennmp -3 -ipo -ansi -ansi_alias (ONESTEP)
-opennp -3 -ipo (ONESTEP)
ime library Iibguide.a statically |inked

- DI NTS_PER_CACHEL| NE=32 - DDBLS_PER CACHEL| NE=16

envi ronnent :

OVP_NUM THREADS=128
limt stacksize 256000

KMP_STACKSI

ZE 124M

KMP_LI BRARY TURNARCUND
OVP_DYNAM C FALSE
KMP_SCHEDULE st ati c, bal anced

Al t ernate sources:

Add critical
Approved src.
Used for 331.

For all

regi on around update of linked list in parallel
alt avail able as onpl - purduel-20040324.tar. gz
art | base.

| oop.

benchnar ks threads were bound to CPUs using the follow ng submit conmand:

dpl ace -x2 -cNTML, 0 $conmmand,

where NTML i s the nunber
This binds threads in order
thread on cpu NTML,

of threads m nus 1.
of creation, beginning with the master
the first slave thread on cpu NTML-1, and so on.
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Notes/Tuning I nformation (Continued)
The -x2 flag instructs dplace to skip placenent of the |ightweight
OpenMP nonitor thread, which is created prior to the slave threads.
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