CFP2000 Result

Spec Copyright [11999-2004, Standard Performance Evaluation Corporation
Hewlett-Packard Company SPECfp_rate2000 = 19.9
ProLiant DL380 G3(3.06GHz, Intel Xeon) | SPECfp_rate base2000 = 18.7
SPEC license#: 3| Testéddoytett-Packard Company, Houston TX [Test date: Jun-2003 |Hardware Avail: Jul-2003 [Software Avail: Mar-2003
Base Base Base
I3.5-.I.-.3|0.-.I.-.2|5.-.I.-.2|O.-.I.-.1|5.-.I.-.1|0.-.I.-.?.-.I.-. Benchmark Copies Runtime] Ratio Copi% Runtime] Ratio
— . 168.wupwise 2 133 | 27.8 2 127 29.2
— 171.swim 2| 437|165 2| 390| 184
— 172.mgrid 2| 249] 16.7 2| 226 185
- 173.applu 2| 321|152 2] 305| 160
L 177.mesa 2 114 | 28.5 2 114 | 28.6
— T 178.galgel 2| 231] 29.2 2| 2221 304
: | ——
: [ 179.art 2| 637 947 2] 571 106
I ; - 183.equake 2 176 | 17.2 2 130| 233
— 187.facerec 2 172 | 25.6 2 165 26.7
[ 188.ammp 2| 281] 182 2| 273]| 187
= 189.lucas 2| 266]| 17.4 2| 249| 186
n 191.fma3d 2| 2441 199 2| 2441 199
L 200.sixtrack 2 198 | 12.9 2 193 | 132
f 301.apsi 2| 321|188 2] 320 189
Hardware Software
CPU: Intel Xeon (3.06GHz, 533MHz bus) Operating System: Windows 2000 Server (Build 2195 SP3)
CPU MHz: 3066 Compiler: Intel C++ Compiler 7.0 Build 200210282
FPU: Integrated Mi glr('):soft Vi%ual StLIJdic; .(I)\l bETI ggro Ioi g&%ggﬁz)
. ; ; Intel Fortran Compiler 7.0 bui
8E88 g;ggrlggl.e- % gor%, 2 chips, 1 core/chip MicroQuill Smartﬁeap Library 6.03
Paralld: i No File System: NTFS
Primary Cache: 12KBI + 8KBD on chip System State: Defauit
Secondary Cache; 512KB(I+D) on chip
L3 Cache: 1024KB(I1+D) on chip
Other Cache: N/A
Memory: 4x512MB PC2100
Disk Subsystem: 2x36.4GB U320 15K
Other Hardware:

Notes/Tuning I nfor mation
+FDO PASS1=- Qorof _gen PASS2=- Qor of _use
Base tuning: -XW-Q po -G8 +FDO
Portability:
178. gal gel : -FlI /F32000000
Peak tuni ng:

168. wupwi se: -Q po -XW +FDO

171. swm -Qpo -XW -8 +FDO

172. ngri d: -Q po -QxW-O3 +FDO

173. appl u: -Qpo -XW -8 -(Qscal ar_rep- +FDO

177. nesa: -Qpo -XW -8 +FDO

178. gal gel : -Q po -xW -3 +FDO
LI BS=li bl EPCF90.lib libintrin Iblb FOO.lib libgwin.lib
libmlib LIBClib libirc Ib OLDNAMES. |i b

179. art: -Qpo -Ca -Qunroll 4 -Zp4

183. equake: -Qpo -XW -0a +FDO shlw32M li b

187. facerec: -Qpo -XW -3 -Qunrol 1 - Qscal ar_rep- +FDO
LIBS=li bl EPCF90.lib libintrins.lib Ii1bF90.lib libgwin.lib
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Notes/Tuning I nformation (Continued)
l[ibmlib LIBC. Irb libirc.lib CL MES.1ib

188. ammp: -XW -Ca

189. | ucas: -Q po - QaxW

191. f na3d: basepeak=1

200. si xtrack: -Q po -XW +FDO
301. apsi: -Qpo -XW -3 +FDO
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