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IBM BladeCenter HS21 (1.6 GHz Xeon E5310, 8VIB L2 Cache) SPECfp rate base2000= 74.4
SPEC license#:  11fTested by: IBM Corporation|Test date: Nov-2006 |[Hardware Avail: Dec-2006 [Software Avail: Mar-2006
Base Base Base
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= 168.wupwise 8| 171 86.9
: —— 171.swim 8| 694 | 415
; —— 172.mgrid 8| 426 | 392
: ——— 173.applu 8l 464 | 420
' ; 177.mesa 8| 940] 138
: ; 178.galgel 8| 118 [ 227
: : 179.art 8| 127 | 190
i ——— 183.equake 8l 224 | 538
— 187 facerec 8]183 | 9.4
— 188.ammp 8| 242 | 843
; E—— 189.ucas 8| 403 | 460
i E—— 191.fma3d 8| 381 | 512
—————— :
: 200.sixtrack 8] 178 57.3
5 301.apsi 8]315 | 766
Hardware Software
CPU: Intel Xeon processor E5310 ( 1.6 GHz, 1066 MHz bus) Operating System: Windows Server 2003 Enterprise Edition (32-bit)
CPU MHz: 1600 Compller Intel C++ and Fortran Compiler 9.1 for 32-bit applications
FPU: Integrated oot ooy Stutio 2005(for libraries)
CPU(S) mab|aj 8 cores, 2 Chl pS, 4 COl’es’Chip . ] SmartHeap Library Version 8.0 from http://www.microquill.com/
CPU(s) orderable: 1, 2 chips File System: NTFS
Primary Cache: 32K B(1) + 32KB(D) on chip (per core)
Secondar Yy Cache: 8MB(I+D) on chip, per chip (4MB shared per 2 cores)
L3 Cache: N/A
Other Cache: N/A
Memory: 8 x 1024 MB ECC PC2-5300F
Disk Subsystem: 73GB SAS 10K RPM
Other Hardware: Memory and 1/O Expansion Unit (P/N 42C1600)
Notes/Tuning I nfor mation
+FDO. PASS1= - Qrof _gen PASS2=- Qorof use
Base tuning for Fortran progranms: -fast -Qansi_alias +FDO
Base tuning for C prograns: -fast +FDO shiVB2M i b
Portability:
178. gal gel : -FlI / F32000000
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