CFP2000 Result

Spec Copyright [11999-2005, Standard Performance Evaluation Corporation
|tautec SPECfp rate2000 = 45.2
Servidor Itautec MX 201 (Intel Xeon 5150 processor, 2.66GHz) SPECfp rate base2000= 45.2
SPEC license #: 9001fTested by: Itautec| Test date: Nov-2006 |[Hardware Avail: Jul-2006 [Software Avail: May-2006
Base Base Base
I1‘5C.)‘ ' 1%0 .. %0 o 6|0 Do 3|0 o Benchmark Copies [Runtime] Ratio | Copies |Runtime] Ratio
t 168.wupwise 2 52.3 71.0 2 52.3 71.0
E—— 171.9wim 2| 203 | 354 2| 203 | 354
E—— 172.mgrid 2| 170 | 246 2170 | 246
E=——— 173.applu 2| 153 | 318 2| 153 | 318
t 177.mesa 2 56.5 57.5 2 56.5 57.5
t 178.galgel 2 56.7 | 119 2 56.7 ] 119
t 179.art 2 50.0| 121 2 50.0] 121
t 183.equake 2 649 | 46.5 2 649] 46.5
t 187.facerec 2 82.0 53.7 2 82.0 53.7
E——— 188.amnmp 2| 154 | 332 2| 154 | 332
E—— 189.lucas 2| 117 | 395 2| 117 | 395
E——— 191.fma3d 2| 133 | 367 2| 133 | 367
E=—— 200.sixtrack 2| 106 | 241 2| 106 | 242
—— 301.apsi 2| 189 | 320 2| 189 | 320
Hardware Softwar e
CPU: Intel Xeon 5150 processor (2.66 GHz, 4MB L2 shared, 1333 MHz system bus) Oper ating System: Windows Server 2003 Enterprise Edition + SP1 (32-bit)
CPU MHz: 2667 Compiler: Intd Ca+ G%%ng% 8L it conlict |
FPU Int%raed ul lOf -bit applcatlons,
CPU(s) enabled: 2 cores, 1 chip, 2 cores/chip m&%@%%&mmmm.'
CRU(S) orderable: 1 M aoe i e N7 e (6 o
araliel. _ 0 : File System: NTFS
Primary Cache: 32 KB | + 32 KB D on chip per core System State: Default
Secondary Cache; 4AMB (1+D) on chip, per chip, shared i
L3 Cache: N/A
Other Cache: N/A
M emory: 8GB (8x1GB DDR2-RAM PC2-4200 FB-DIMM CL4 ECC)
Disk Subsystem: 1 x 36GB U320 SCSI 10000 RPM
Other Hardware: None

Notes/Tuning Infor mation

PORTABI LI TY FLAGS

178.galgel: -Fl

GENERAL

+FDO.  PASS1=- Qor of _gen

/ F32000000
PASS2=- Qor of _use

Base tuning flags

for Fortran programns:
for C prograns:

-fast
-f ast

-Qansi _alias +FDO

EXTRA LI BRARI ES
Smart Heap for SMP Library 8.0 available from
http://ww. m croquill.com

M croQuill

+FDO shl SMPM . i b
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